
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-840-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 2023-07-14
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE
[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L15-840-0-D-DIM-UNV
[LAMPCAT] 22 INCH LED ARRAYS
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM
[_SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 5820
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 120
Total Luminaire Watts 48.4
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-840-0-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 3.003 4.505 16.519 96.109 112.628 115.631 105.119 105.119 108.122
100 76.587 114.129 162.184 244.777 279.316 259.794 241.774 244.777 253.787
105 307.849 346.893 355.903 405.459 436.995 441.500 414.469 409.964 414.469
110 519.588 516.585 530.100 567.643 575.151 627.711 597.677 582.660 569.144
115 656.243 672.762 693.785 707.301 722.318 798.904 755.355 743.342 735.833
120 812.420 827.437 854.467 867.983 887.505 956.583 919.040 916.037 895.013
125 967.095 989.620 1003.136 1034.671 1057.197 1090.234 1085.729 1079.722 1051.190
130 1118.767 1165.319 1160.814 1195.353 1213.374 1244.909 1246.411 1243.408 1204.363
135 1253.920 1315.489 1301.974 1345.523 1368.049 1404.090 1386.069 1401.086 1359.039
140 1390.574 1444.635 1447.639 1479.175 1504.703 1549.754 1530.232 1522.724 1504.703
145 1513.714 1554.260 1572.280 1596.307 1626.341 1672.894 1654.873 1630.846 1638.355
150 1626.341 1678.901 1687.911 1708.935 1741.972 1805.043 1775.009 1737.467 1765.999
155 1749.481 1796.033 1800.538 1811.050 1851.596 1910.162 1880.128 1838.081 1863.610
160 1845.589 1895.145 1886.135 1892.142 1935.691 1985.247 1961.220 1913.166 1929.685
165 1911.664 1976.237 1968.729 1961.220 2000.264 2040.810 2016.783 1968.729 1977.739
170 1955.213 2015.281 2015.281 2010.776 2046.817 2078.353 2054.326 1992.756 2000.264
175 1961.220 2034.804 2045.315 2042.312 2078.353 2103.882 2075.349 1995.759 1998.763
180 2039.309 2039.309 2039.309 2039.309 2039.309 2039.309 2039.309 2039.309 2039.309
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-840-0-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 515.23 N.A. 8.90
90-120 1233.41 N.A. 21.20
90-130  2168.00 N.A. 37.30
90-150 4220.62 N.A. 72.50
90-180 5819.74 N.A. 100.00
110-180 5304.5 N.A. 91.10
0-180 5819.74 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 99.82
100-110 415.41
110-120 718.18
120-130 934.59
130-140 1043.44
140-150 1009.18
150-160 845.21
160-170 559.55
170-180 194.36
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-840-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L15-840-0-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 2103.882   Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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