1618 HEADLAND DR.

FENTON, MO 63026 ///‘\\
Buioive Acoustics & Liating LABORATORIES, INC. comosvonns | —\ Y

BALLABS CERTIFIED TEST REPORT NO.: 20683.0 DATE 12/12/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: 1 BRIDGELUX V13 LED 4"RND RECESSED CAST HOUSING DOWNLIGHT
OPEN SEMI-SPEC SPUN ALUM REFL w/DOMED DIFF TOP LENS (WIDE)
ADVANCE # XI025C070V054DSM5 @ 490mA

CATALOG NBR: 4DR-TL-L20/835-DIM1-UNV-OW(V2A)-OF-CS-TD

LAMP TYPE : V13 BXRE-35E2000

CANDLEPOWER DISTRIBUTION
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VERT ZONAL . ... ........._T
ANG AVERAGE CANDELA LUMENS ™ . o]
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25 1218. 563.9 it o e
30 901. R W m'y.g
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45 164. 126.9 &
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70 0. '
75 0. 0
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85 0. .0
90 0.
\
NVLAD
TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY
ZONE LUMENS $LAMP $FIXT ZONE LUMENS $LAMP $FIXT
0- 30 1060. NA. 70.1 90-120 0. NA. .0
0- 40 1378. NA. 91.1 90-130 0. NA. .0
0- 60 1511. NA. 100.0 90-150 0. NA. 0
0- 90 1512. NA. 100.0 90-180 0. NA. .0
TOTAL LUMINAIRE = 0-180 1512. NA. 100.0
IES SPACING CRITERIA: ADJACENT= 1.1 DIAGONAL= .8

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLATM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.:
PREPARED FOR: H.E. WILLIAMS,
DESCRIPTION: 1 BRIDGELUX V13 LED

CATALOG NBR:

LAMP TYPE
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**MAXTIMUM BRIGHTNESSES NOT MEASURED**

INC -

20683.0
CARTHAGE, MO
4"RND RECESSED CAST HOUSING DOWNLIGHT
OPEN SEMI-SPEC SPUN ALUM REFL w/DOMED DIFF TOP LENS (WIDE)
ADVANCE # XI025C070V054DSM5 @ 490mA

DATE 12/12/18

4DR-TL-L20/835-DIM1-UNV-OW(V2A) -OF-CS-TD
V13 BXRE-35E2000

LUMINANCES-CD/SQ-M
HORIZONTAL ANGLE
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TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20683.0 DATE 12/12/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: 1 BRIDGELUX V13 LED 4"RND RECESSED CAST HOUSING DOWNLIGHT
OPEN SEMI-SPEC SPUN ALUM REFL w/DOMED DIFF TOP LENS (WIDE)
ADVANCE # XI025C070V054DSM5 @ 490mA

CATALOG NBR: 4DR-TL-L20/835-DIM1-UNV-OW (V2A)-OF-CS-TD

LAMP TYPE : V13 BXRE-35E2000
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ELECTRICAL CHARACTERISTICS 115.86V .1687A 19.8500W
LUMINOUS EFFICACY (LUMENS / WATTS) = 76.2

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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