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BALLABS CERTIFIED TEST REPORT NO.: 20326.0 DATE 04/16/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 4"SHORT HEATSINK 4"SQ CAST HOUSING DOWNLIGHT
WHITE MIXING CHAMBER & 4"CAST WHITE WALLWASH w/SOLITE LENS
ADVANCE # XI025C070V054DSM1 @ 625mA

CATALOG NBR: 4DS-L20/835-DIM-UNV-L-WW-OF-WH

LAMP TYPE : BXRE-35E-2000

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

SOD e 9D
. : AR ‘ .?:mz——n—z ‘
Lo S |135—--—-45|....
-80 . |e7e se|. 8O
-?@ ..‘.. ?Z
-60 " S
50 L 5D
-4p ST ap
-30 30
(AD)
TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY
ZONE LUMENS $*LAMP $FIXT ZONE LUMENS $LAMP $SFIXT
0- 30 886. NA. 57.1 90-120 0. NA. .0
0- 40 1129. NA. 72.7 90-130 0. NA. .0
0- 60 1454. NA. 93.7 90-150 0. NA. 0
0- 90 1553. NA. 100.0 90-180 0. NA. .0
TOTAL LUMINAIRE = 0-180 1553. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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SIGNIFICANCE OF THE




BALLABS CERTIFIED TEST REPORT NO.: 20326.0 DATE 04/16/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 4"SHORT HEATSINK 4"SQ CAST HOUSING DOWNLIGHT
WHITE MIXING CHAMBER & 4"CAST WHITE WALLWASH w/SOLITE LENS
ADVANCE # XI025C070V054DSM1 @ 625mA

CATALOG NBR: 4DS-120/835-DIM-UNV-L-WW-OF-WH

LAMP TYPE : BXRE-35E-2000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT .0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 1405. 1405. 1405. 1405. 1405. 1405. 1405. 1405. 1405.
5 1413. 1410. 1411. 1415. 1410. 1403. 1396. 1384. 1382. 67.4 66.5 133.9
10 1373. 1374. 1395. 1404. 1393. 1379. 1375. 1363. 1359.
15 1262. 1281. 1337. 1346. 1320. 1323. 1330. 1296. 1277. 186.2 185.7 371.8
20 1006. 1078. 1201. 1154. 1111. 1149. 1204. 1142. 1086.
25 646. 724. 920. 802. 737. 835. 983. 924. 868. 176.6 203.6 380.2
30 446. 488. 599. 517. 469. 517. 735. 643. 517.
35 378. 397. 414. 395. 373. 380. 480. 377. 328. 124.4 118.8 243.2
40 343. 347. 350. 335. 308. 302. 299. 251. 229.
45 307. 306. 310. 278. 248. 229. 206. 177. 151. 113.0 78.5 191.6
50 263. 262. 262. 229. 195. 165. 148. 118. 111.
55 218. 219. 207. 185. 147. 114. 96. 78. 72. 90.5 43.1 133.6
60 173. 173. 159. 136. 103. 80. 60. 47. 42.
65 132. 129. 116. 91. 64. 48. 34. 26. 20. 54.6 18.4 73.0
70 92. 90. 73. 55. 36. 27. 17. 11. 13.
75 57. 54. 40. 26. 16. 10. 3. 6 6 21.0 4.3 25.3
80 31. 26. 18. 9. 3. 3. 0. 0 3
85 0. 0. 0. 0. 0. 0. 0. 0 0 0 .0 0
90 0. 0. 0. 0. 0. 0. 0. 0 0

USE .333 FT. AS LENGTH AND .333 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 20326.0 DATE 04/16/18
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: GEN7 V13 LED 4"SHORT HEATSINK 4"SQ CAST HOUSING DOWNLIGHT
WHITE MIXING CHAMBER & 4"CAST WHITE WALLWASH w/SOLITE LENS
ADVANCE # XI025C070V054DSM1 @ 625mA
CATALOG NBR: 4DS-L20/835-DIM-UNV-L-WW-OF-WH
LAMP TYPE : BXRE-35E-2000
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

wWALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

1 1.13 1.10 1.07 1.04 1.10 1.07 1.05 1.03 1.03 1.01 1.00 1.00 .98 .97 .96 .95 .94 .92

4 .94 .85 .79 .74 .92 .84 .78 .74 .82 .77 .73 .80 .75 .72 .78 .74 .71 .69

10 .65 .54 .47 .43 .64 .53 .47 .43 .52 .47 .43 .51 .46 .42 .51 .46 .42 .41

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20326.0 DATE 04/16/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 4"SHORT HEATSINK 4"SQ CAST HOUSING DOWNLIGHT
WHITE MIXING CHAMBER & 4"CAST WHITE WALLWASH w/SOLITE LENS
ADVANCE # XI025C070V054DSM1 @ 625mA

CATALOG NBR: 4DS-L20/835-DIM-UNV-L-WW-OF-WH

LAMP TYPE : BXRE-35E-2000
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ELECTRICAL CHARACTERISTICS 119.95V .2099A 24.9720W
LUMINOUS EFFICACY (LUMENS / WATTS) = 62.2

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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