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BALLARS CERTIFIED TEST REPORT NO.: 20421.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
TILT ACRYLIC MED TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM

) ADVANCE #XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-O-M-OF-CS (45 DEG TILT)

ILAMP TYPE : BXRE-35E4000

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER
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TESTING
LUMEN SUMMARY NVLAP LAB CODE 200921-0
ZONE LUMENS %LAMP  $FIXT  ZONE LUMENS  $LAMP  $FIXT
0- 30 046. NA. 25.1 90-120 0. NA. .0
0- 40 1881.  NA. 49.9 90-130 0. NA. 0
0- 60 3744. NA. 99.2 90-150 0. NA. .0
0- 90 3773.  NA. 100.0 90-180 0. NA. .0
TOTAL LUMINAIRE = 0-180 3773.  NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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REE THAT THE TESTED
AFFECT FIELD PERFORMANCE.
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BALLABS CERTIFIED TEST REPORT NO.: 20421.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
TILT ACRYLIC MED TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE #XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-140/835-DIM-UNV-0O-M-OF-CS (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS

VERT .0 22.5 45.0 67.5 90.0 1i2.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 1776. 1776. 1776. 1776. 1776. 1776. 1776. 1776. 1776.
5 934. 1002. 1257. 1590. 1874. 2045. 2103. 2108. 2128, 61.9 99.1 161.0
10 848. 902, 1201. 1587. 1819. 1830. 1708. 1575. 1524,
15 1182. 1137. 1300. 1537. 1535. 1317. 1088, 964. 908. 189.5 161.6 351.1
20 2078. 1590. 1329. 1220. $34. 740. §18. 547. 532.
25 4972. 2264. 1124. 735. 516. 418. 378. 332. 328. 347.1 86.8 433.9
30 8674 . 3548. 920. 454. 332, 266. 218. 188. 174
35 10703. 5389. 803. 313. 205. 156. 113. S8 95 895.5 40.0 935.5
40 11462. 6436. 698. 220. 123. 78 59 57 55
45 11636, 6466. 567. 145. 62. 38 34. 31 32 1279.9 13.3 1293.2
50 11272, 4979. 393. 66. 25, 14. 15. 14. 14.
55 7833. 2527. 164. 11. 0. 0. 1. 1. 1. 569.4 .3 569.7
60 3377. 678. 29. 0. 0. 0. 0. 0. 0.
65 792. 117. 0. 0. J2. 0. 0. 0. 0. 29.0 .0 29.0
70 22, 0. 0. 0. 0. 0. 0. 0. 0.
75 3. 0. 0. 0. 0. 0. 0. 0. 0. 0 .0 o
80 0. 0. Q. 0. 0. 0. 0. 0. 0.
85 [UN 0. G. 0. 0. 0. 0. 0. 0. 0 .0 0
90 0. 0. 0. 0. 0. 0. 0. 0. 0.

USE .500 FT. AS LENGTH AND .500 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.: 20421.0 DATE 05/22/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
TILT ACRYLIC MED TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM
ADVANCE #XI050C140V054DSM5 @ 1060mA

CATALOG NBR: 6AR-L40/835-DIM-UNV-O-M-OF-CS (45 DEG TILT)

LAMP TYPE : BXRE-35E4000

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10 .00

WwALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10 .00
RCR

1 1.12 1.08 1.05 1.02 1.09 1.06 1,03 1.01 1.02 1.00 .98 .98 .%6 .95 .85 .93 .92 .80

[

7 69 57 49 43 68 56 48 43 55 48 43 53 47 42 52 46 42 40
8 63 50 42 36 62 49 42 36 48 41 36 47 41 36 46 40 36 34
9 57 44 36 31 56 44 36 31 42 35 30 41 35 30 40 34 30 28
10 .53 .40 .32 .26 .51 .39 .31 .26 .38 .31 .26 .37 .31 .26 .36 .30 .26 .24

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.:
PREPARED FOR: H.E. WILLIAMS, INC -

20421.0 DATE 05/22/18
CARTHAGE, MO

DESCRIPTION: GEN7 V18 LED 6"TALL HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT

CATALOG NBR:
LAMP TYPE

TILT ACRYLIC MED TIR OPTIC & 6"OPEN ASYM SEMI-SPEC TRIM

ADVANCE #XI050C140V054DSM5 @ 1060mA
6AR-140/835-DIM-UNV-O-M-OF-CS (45 DEG TILT)

BXRE-35E4000

*****'k****************************************************************

ELECTRICAL CHARACTERISTICS 119.98V

LUMINOUS EFFICACY (LUMENS / WATTS)

.3478A 41.5720W

= 90.8

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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