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BALLABS CERTIFIED TEST REPORT NO.: 20400.0 DATE 05/17/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYIC WIDE TIR OPTIC & 6"WHITE ASYM FLUSH TRIM w/SOLITE
LENS ADVANCE #XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-L-W-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E2000

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

CBB e 90

. . : RN ::.1IBE————~-—B :

FUUPRIRTEE 138 —--—-a5)

-8p o |zve sej . B0
76 SN s e e
“be SN o
BB N "%11 50
ag T N
3p S 3
R S iIE TIE SR
\
LR
TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS  %LAMP  $FIXT ZONE LUMENS  $LAMP  $FIXT
0- 30 439. NA. 27.6 90-120 0. NA. .0
0- 40 862. NA. 54.2 90-130 0. NA. .0
0- 60 1476. NA. 92.8 90-150 0. NA. .0
0- 90 1590. NA. 100.0 90-180 0. NA. .0
TOTAL LUMINAIRE = 0-180 1590. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.: 20400.0 DATE 05/17/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 V13 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYIC WIDE TIR OPTIC & 6"WHITE ASYM FLUSH TRIM w/SOLITE
LENS ADVANCE #XI025C070V054DSMS5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-L-W-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E2000

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
VERT .0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0 243, 243, 243. 243. 243. 243. 243. 243. 243.
5 402. 384. 325. 283. 242. 222. 213. 211. 212. 15.9 10.3 26.2
10 687. 613, 460. 318. 241, 217. 212. 213. 217.
i5 1162. 998. 605. 345, 236. 213, 209. 210. 213. 95.2 30.0 125.2
20 1666. 1430. 809. 356. 221. 198. 197. 200. 205,
25 2046. 1781. 926. 338. 195, 1i81. 184, 189. 19e. 245.2 42.8 288.0
30 2254. 2011. 994. 303. 170. 166. 177. 188. 195.
35 2310. 2092. 958. 249. 151. 157. L74. 191. 186. 367.6 54.7 422.3
40 2270. 2002. 803. 192. 124. 149. w72, 189. 197.
45 1950, 1647, 568. 145. 120. 143. 168, 187. 195. 346.9 63.9 410.9
50 1378. 1086. 324. 110. 106. 128. 155, i72. 182.
55 790. 562, 174. 86. 87. 109. 129. 148. 155, 145.3 57.8 203.1
60 372. 254. 104. 64. 72. 89. 10%. 116. 124.
65 175. 123. 62. 46. 55. 68. 77. 88. 97. 42.0 38.9 80.9
70 80. 58. 36. 32. 8. 45. 60. 61. 66.
75 37. 29. 22. 21. 25. 30. 36 39. 44. 13.3 18.4 31.7
80 15. 14. 1i. 8. 1. 14. 18. 21, 23.
85 3. 3. 0. 0. 3. 0. 0. 3. 4. .9 -8 1.7
90 0. 0. 0. 0. 0. 0. 0. 0. 0.

USE .500 FT. AS LENGTE AND .500 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPORT NO.:

PREPARED FOR: H.E. WILLIAMS,
DESCRIPTION:

CATALOG NBR:

LAMP TYPE

CEILING
WALL .70
RCR
0 1.19
1 1.11
2 1.04
3 .96
4 .88
5 .81
6 .75
7 .69
8 .63
9 .57
10 .52

GEN7 V13

LED

INC -
6 "SHORT HEATSINK 6"RND ADJ DOWNLIGHT

20400.0

CARTHAGE, MO

DATE 05/17/18

@

45 TILT

ACRYIC WIDE TIR OPTIC & 6"WHITE ASYM FLUSH TRIM w/SOLITE

LENS

ADVANCE #XI025C070V054DSM5 @ 530mA
6AR-120/835-DIM-UNV-L-W-OF-WH

BXRE-35E2000

(45 DEG TILT)

ZONAL CAVITY COEFFICIENTS OF UTILIZATION
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TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 20400.0 DATE 05/17/18

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: GEN7 Vi3 LED 6"SHORT HEATSINK 6"RND ADJ DOWNLIGHT @ 45 TILT
ACRYIC WIDE TIR OPTIC & 6"WHITE ASYM FLUSH TRIM w/SOLITE
LENS ADVANCE #XI025C070V054DSM5 @ 530mA

CATALOG NBR: 6AR-L20/835-DIM-UNV-L-W-OF-WH (45 DEG TILT)

LAMP TYPE : BXRE-35E2000

Kkkkkkkkhkhkhhkkhkhhkkdhkhhkhhkkkdhk Ak kA ARk kkkhkkhkhhk kb kkkkkkkkkdkhkkkk k&
ELECTRICAL CHARACTERISTICS 119.99V .1791A 21.2000W
LUMINOUS EFFICACY (LUMENS / WATTS) = 75.0

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABRSOLUTE PHOTOMETRY PER LM-79-08

NN
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