
BA],LABS REPORT NO. : 20806.0 I
PREPARED FOR: H.E. WILLIAI{S, INC - CARTHAGE, MO
DESCRIPTION: 4-56 LF,D ZZ,,ARRAYS Ix4,SURFACE MNT

.o83'TEXTURE ACRYLTC INNER LENS &

E\ZERLINE #D21CC8OT'IWPW-C G 19OOMA
CATATOG NO. : AVX-4-L100 / 840-CpC-DrM-UtW
LED : HLI'12256 5630 REV B #L056O223
LMSo Test Ref : SAI.{SUNG #SI,SO-1Z-014-RO1

Tested in Accordance with Standard UL1598-2008

ELECTRICAI CHARACTERISTICS

VOLT AMPS I{ATTS PF

1618 HEADLAND DR.

FENTON, MO 63026
(636) 343-6006

(636) 343-6051 FAX

LUMINAIRE W/WHTtg REFL
RIBBED ACRYLIC OUTER LENS

rN- SITU TEMPERATT'RE MEAST'REMENT

88.431 .9981
76. 935 1.000

THDv THDi

.L47 4 5 .39s1INPUT LfNE: 119.98 .7385
DRIVER 1 LOAD: 40.508 L.8992

TEMPERJATURES:

TC#1
TC#2
rc#3
rc#4
rc#s
rc#6
TC#7

ROOM AMBIENT
LED DRTVER #1 TMPp.
LED1 ARRAY #1 LED#D28
LED2 ARRAY #1 LED#D2O
LED3 ARRAY #2 LED#D28
LED  ARRAY #3 LED#D28
LED5 ARRAY #4 LED#D28

(DEGREES C)

25.0
58.2
49.7
46.8
43.3
46 .4
47.7

Location of led amay & driver thermocouples determined per LMEO data
manufacturer/s specifications. AI1 thermocouples attached per UL1598.
Temperatures are offset to 25 deg C ambient as described in UL1598.

NV[AS]1r
N\rLAP LAB Code 2092L-O

THIS BAI,I,ABS REPORT WITH THE USE OE THE }[\II,AP LOGO SHALL NOT BE USED BY THIS
CLTENT TO CLArM PRODUCT CERTTFTCATTON, APPROVAL, OR ENDORSEMENT By NVr.Ap, NrST,
OR AI{Y AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS REPORT NO.  :  20806.0 I                         DATE: 05/07/19 

PREPARED FOR: H.E. WILLIAMS, INC – CARTHAGE, MO 

DESCRIPTION: 4-56 LED 22”ARRAYS 1x4’SURFACE MNT LUMINAIRE w/WHITE REFL 

             .083”TEXTURE ACRYLIC INNER LENS & RIBBED ACRYLIC OUTER LENS 

             EVERLINE #D21CC80UNVPW-C @ 1900mA 

CATALOG NO.: AVX-4-L100/840-CPC-DIM-UNV 

LED        : HLM2256_5630 REV B #10560223 

 

IN-SITU TEMPERATURE MEASUREMENT 
                 LED Thermocouple Locations Photographs 
 

 
 

 

 

 

 

                  

    TC#3                TC#4                TC#5        Typical LED Tc Loc       
 

 

 

 

 

 
 

    TC#6                TC#7             

 

  

 

 
 

                                                   Driver 

 

                              Driver Compartment-Mnted behind Side of Refl 

                                        

Driver TMPps                       TC#3   TC#4              TC#5 
On Face of Driver      

     

 
 

 

 

 

        

                                    TC#6                     TC#7     
                                            Btm View – TC Locations 


