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H.E. WILLIAMS, INC.

IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L10-830-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN FROM BALLABS TEST NO. 19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 2023-07-14
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE

[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L10-830-0-D-DIM-UNV

[LAMPCAT] 22 INCH LED ARRAYS
[ SEARCH_SOURCETYPE] LED

[ SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM

[ SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg

45 0
55 0
65 0
75 0
85 0

OO OOOo

N.A. (absolute)
N.A. (absolute)
3732

N.A.

125

29.9

1.00

Indirect

N.A.

N.A.

N.A.
Rectangular
0.22 ft

3.69 ft

0.00 ft

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-830-0-D-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 1.926 2.889 10.594 61.635 72.228
100 49115 73.192 104.009 156.977 179.127
105 197.425 222.464 228.242 260.023 280.246
110 333.214 331.288 339.955 364.032 368.847
115 420.851 431.445 444927 453.595 463.225
120 521.008 530.639 547.973 556.641 569.160
125 620.202 634.648 643.315 663.539 677.985
130 717.470 747.324 744.435 766.585 778.141
135 804.144 843.629 834.961 862.890 877.335
140 891.781 926.451 928.377 948.601 964.972
145 970.751 996.753 1008.310 1023.718 1042.979
150 1042.979 1076.686 1082.464 1095.947 1117.134
155 1121.949 1151.803 1154.693 1161.434 1187.436
160 1183.584 1215.365 1209.586 1213.438 1241.367
165 1225.958 1267.369 1262.554 1257.739 1282.778
170 1253.886 1292.408 1292.408 1289.519 1312.632
175 1257.739 1304.928 1311.669 1309.743 1332.856
180 1307.817 1307.817 1307.817 1307.817 1307.817

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
74.155 67.413 67.413 69.339
166.607 155.050 156.977 162.755
283.136 265.801 262.912 265.801
402.553 383.292 373.662 364.995
512.341 484.412 476.708 471.893
613.461 589.384 587.458 573.976
699.172 696.283 692.430 674.132
798.365 799.328 797.402 772.363
900.448 888.892 898.522 871.557
993.864 981.344 976.529 964.972
1072.834 1061.277 1045.868 1050.684
1157.582 1138.321 1114.245 1132.543
1224.995 1205.734 1178.769 1195.141
1273.147 1257.739 1226.921 1237.515
1308.780 1293.371 1262.554 1268.332
1332.856 1317.447 1277.963 1282.778
1349.228 1330.930 1279.889 1281.815
1307.817 1307.817 1307.817 1307.817

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L10-830-0-D-DIM-UNV_.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
330.42
790.99
1390.34
2706.7
3732.22
3401.8
3732.22

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
64.02
266.40
460.57
599.35
669.16
647.19
542.04
358.84
124.64

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
8.90
21.20
37.30
72.50
100.00
91.10
100.00

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L10-830-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
Rw 70

95
87
79
72
65
60
55
50
47
43
0 40

- OoOoNoOOOPrWN—-O

80
50

95
83
72
63
56
49
44
39
35
32
29

30

95
79
66
56
48
42
36
32
28
25
22

10

95
76
62
51
43
36
31
27
23
20
18

70

81
74
67
61
56
51
47
43
40
37
34

70
50

81
71
62
54
48
42
38
34
30
28
25

30

81
68
57
49
42
36
32
28
24
22
19

10

81
65
53
44
37
32
27
23
20
18
16

50

56
48
42
37
33
29
26
23
21
19
17

50
30

56
47
40
34
29
25
22
19
17
15
14

10

56
45
37
31
26
22
19
17
14
13
11

50

32
28
24
21
19
17
15
14
12
11
10

30
30

32
27
23
20
17
15
13
11
10

8

10

32
26
22
18
16
13
11
10
9

7
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Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 4



IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L10-830-0-D-DIM-UNV_.IES

POLAR GRAPH

Maximum Candela = 1349.228 Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc. page 5
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



