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H.E. WILLIAMS, INC.

IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L8-840-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN FROM BALLABS TEST NO. 19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 2023-07-14
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE

[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CX-3-08-L8-840-0-D-DIM-UNV

[LAMPCAT] 22 INCH LED ARRAYS
[ SEARCH_SOURCETYPE] LED

[ SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM

[ SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg

45 0
55 0
65 0
75 0
85 0

OO OOOo

N.A. (absolute)
N.A. (absolute)
3155

N.A.

128

24.64

1.00

Indirect

N.A.

N.A.

N.A.
Rectangular
0.22 ft

3.69 ft

0.00 ft

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-840-0-D-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 1.628 2.442 8.954 52.096 61.050
100 41514 61.864 87913 132.683 151.405
105 166.871 188.035 192.919 219.782 236.876
110 281.646 280.018 287.344 307.694 311.764
115 355.720 364.675 376.071 383.397 391.537
120 440.377 448517 463.169 470.495 481.077
125 524.220 536.430 543.756 560.850 573.060
130 606.434 631.668 629.226 647.949 657.717
135 679.695 713.069 705.743 729.349 741.559
140 753.769 783.073 784.701 801.796 815.634
145 820.518 842.496 852.264 865.288 881.568
150 881.568 910.058 914.942 926.338 944.247
155 948.317 973.551 975.993 981.691 1003.669
160 1000.413 1027.275 1022.391 1025.647 1049.253
165 1036.229 1071.231 1067.161 1063.091 1084.256
170 1059.835 1092.396 1092.396 1089.954 1109.490
175 1063.091 1102.978 1108.676 1107.048 1126.584
180 1105.420 1105.420 1105.420 1105.420 1105.420

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
62.678 56.980 56.980 58.608
140.823 131.055 132.683 137.567
239.318 224.666 222.224 224.666
340.254 323.974 315.834 308.508
433.051 409.445 402.933 398.863
518.522 498.171 496.543 485.147
590.968 588.526 585.270 569.804
674.811 675.625 673.997 652.833
761.095 751.327 759.467 736.675
840.054 829.472 825.402 815.634
906.802 897.034 884.010 888.080
978.435 962.155 941.805 957.271
1035.415 1019.135 996.343 1010.181
1076.115 1063.091 1037.043 1045.997
1106.234 1093.210 1067.161 1072.045
1126.584 1113.560 1080.186 1084.256
1140.422 1124.956 1081.814 1083.442
1105.420 1105.420 1105.420 1105.420

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CX-3-08-L8-840-0-D-DIM-UNV_.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
279.29
668.58
1175.18
2287.81
3154.62
2875.34
3154.62

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
54.11
225.18
389.29
506.60
565.60
547.03
458.15
303.31
105.35

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
8.90
21.20
37.30
72.50
100.00
91.10
100.00

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-840-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
Rw 70

95
87
79
72
65
60
55
50
47
43
0 40

- OoOoNoOOOPrWN—-O

80
50

95
83
72
63
56
49
44
39
35
32
29

30

95
79
66
56
48
42
36
32
28
25
22

10

95
76
62
51
43
36
31
27
23
20
18

70

81
74
67
61
56
51
47
43
40
37
34

70
50

81
71
62
54
48
42
38
34
30
27
25

30

81
68
57
49
42
36
32
28
24
22
19

10

81
65
53
44
37
32
27
23
20
18
16

50

56
48
42
37
33
29
26
23
21
19
17

50
30

56
47
40
34
29
25
22
19
17
15
14

10

56
45
37
31
26
22
19
17
14
13
11

50

32
28
24
21
19
17
15
14
12
11
10

30
30

32
27
23
20
17
15
13
11
10

8

10

32
26
22
18
16
13
11
10
9

7
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Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L8-840-0-D-DIM-UNV_.IES

POLAR GRAPH

85

570

28

Maximum Candela = 1140.422 Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)

Photometric Toolbox (R) Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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