
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : MX4U-4-00-L12-835-F-DIM-UNV.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]GEN FROM BALLABS TEST NO.  20657.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 06-NOV-2018
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO           
[LUMINAIRE] 2-72 LED 23.75"ARRAYS 4'UPLIGHT LUMINAIRE                
[MORE] WHITE ALUM BODY w/WHITE REFL & FLAT FROST LENS           
[MORE] ADVANCE #XI036C100V054DSM5 @ 725mA                       
[LUMCAT] MX4U-4-00-L12-835-F-DIM-UNV                 
[LAMPCAT] MX2472_2835 REV 4 10560312

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 4858
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 112
Total Luminaire Watts 43.2
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 4.00 ft
Luminous Width (90-270) 0.32 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MX4U-4-00-L12-835-F-DIM-UNV.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 87.249 85.504 88.994 87.249 92.483
100 184.967 186.712 176.242 184.967 183.222
105 312.350 310.605 310.605 305.370 300.135
110 446.713 439.733 434.498 431.008 422.283
115 591.545 582.820 572.351 554.901 554.901
120 734.633 718.928 703.223 694.498 685.774
125 865.506 862.016 844.566 827.116 818.391
130 1001.613 999.868 982.419 966.714 961.479
135 1130.741 1134.231 1115.036 1094.097 1087.117
140 1268.594 1261.614 1249.399 1219.735 1219.735
145 1392.487 1383.762 1364.567 1357.587 1341.883
150 1495.440 1505.910 1486.715 1471.011 1464.031
155 1596.648 1605.373 1591.414 1572.219 1570.474
160 1685.642 1692.622 1678.662 1669.937 1661.212
165 1751.951 1760.676 1748.461 1739.736 1734.501
170 1799.065 1807.790 1797.320 1792.085 1792.085
175 1823.495 1833.965 1825.240 1820.005 1813.025
180 1830.475 1830.475 1830.475 1830.475 1830.475
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MX4U-4-00-L12-835-F-DIM-UNV.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 423.36 N.A. 8.70
90-120 988.60 N.A. 20.40
90-130 1744.17 N.A. 35.90
90-150 3460.1 N.A. 71.20
90-180 4857.79 N.A. 100.00
110-180 4434.44 N.A. 91.30
0-180 4857.79 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 97.68
100-110 325.68
110-120 565.24
120-130 755.58
130-140 859.85
140-150 856.08
150-160 731.64
160-170 492.77
170-180 173.28
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MX4U-4-00-L12-835-F-DIM-UNV.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : MX4U-4-00-L12-835-F-DIM-UNV.IES

POLAR GRAPH
 

458

917

1375

1834

1

2

Maximum Candela = 1833.965   Located At Horizontal Angle = 22.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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