
1618 HEADLAND DR.
FENTON, MO 63026
(636) - 343-6006
(636) - 343-60s1 FAX

BALLABS CERTIFIED TEST REPORT NO.: L9272.2 A DATE
PREPARED FOR: H.E. WILLIAMS, fNC - CARTHAGE, MO
DESCRIPTION t 2-72LED 22ITARRAYS 2x4 'RECESSED LUMINATRE

WH]TE REFLECTOR W/WH]TE ACRYLIC R]BBED CENTER DIFFUSER
EVERL]NE LED DR]VER #D2ICCBOUNVTZ-D SET @ 7B

CATALOG NBR : SPR- 24-L73 / AZS-A-D]M-UNV
LAMP TYPE : M700C835D72N2A

INPUT VOLTAGE (V) 720.O
INPUT CURRENT (A) 0 .5806
INPUT WATTS (W) 69 .503
PO!{ER FACTOR 0 . 9981
THDv (%) 0 .1408
THDi (%) 5. 610%
LUMINOUS EFFICACY-LPW LO4.2
LUMINOUS FLUX- LI]MENS 7244
CHROIIIA x 0.3998
CHROI,IA v 0.3831
CHROIIIA u 0 .2353
CHROIIIA w 0 .3381
DELTA uw (Duv) -o.oo22
CORR COLOR TEMP (K) 3550
COLOR REND INDEX (RA) 84 .77
COLOR REND INDEX (R9) t7 .2
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380
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620
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0.8308
0.7509
0.7876
o.7L47
0 . 9454
L.2877
2 .6975
7 .7832
23.8207
62.1336

113 .2881
63.7320
42.0854
37 .23L6
47 .L148
60. 1569
69.246L
75.2L59
81 .0540
88.1635
96.2436

105.2737
LT4.8L27
L23.7755
\30 . 4L7 6
L32 .4289

1,29 .6828
720 .6434
108.0799
92.3L23
76.5871
61 . 6017
48 .0857
37 .L423
28.L796
2L.L5t1
r_5.8213
11.7990
8 .7 407
6 .5022
4.8165
3 . 5050
2 .6977
2 .0350
1.5760
1.1495
0.9272
0.7131
0 .5597
o .4240
0 .3543

Chromaticity Diagram CIE 1931 2 Degree
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Data collected utiJ-izing a Labsphere
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