1618 HEADLAND DR.
FENTON, MO 63026 772\
Bunome Acousncs ¢ Licanne Lasoraronies, e EriSarammua U

TESTED

BALLABS REPORT NO. : 18644.0 T DATE: 04/02/15
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 18-28LED 11”ARRAYS 3’'DIA SURFACE LUMINAIRE w/WHITE REFL

WHITE FROST ACRYLIC CONVEX LENS & INTERNAL ACRYLIC LIGHT
SEAL RING 2 EVERLINE #D23CC90UNVT-F

CATALOG NO. : RND-3-L67/835-FXA-DIM-UNV

LED : M525C835D28N11S

ELECTRICAL MEASUREMENTS

AFFECT FIELD PERFORMANCE.

TO THE DEGREE THAT THE

LIMITED

TEST 15

ELECTRICAL CHARACTERISTICS - INPUT TO DRIVER
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VOLT AMPS WATTS 5
Line 277.05 .3192 77.758
PF THDv THDi
0.8792 .2231 20.552

The fixture was mounted and energized within a 25 degree C environment.
The electrical measurements were taken once the sample luminaire reached
thermal equilibrium.
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